HEATHKIT “MOHAWK” RECEIVER 
MODEL RX-1 


SPECIFICATIONS 


15 Tube Double Conversion Superhetrodyne Receiver 
With Selectable Sideband 


First IF frequency 1682 KC Second IF frequency 50 KC 
muermency COVETALE, enh. 6k alee ee Band Frequency 
TUBS © Bae Re 1.8 - 2.0 mc 
BU cre ag Ss 3.5 - 4.0 mc 
is ah tbah os, Ses 7.0 - 7.3 mc 
ri Pin 7. 5 eae eae 14.0 - 14.35 me 
1b ee PL ooo ee ee 21.0 - 21.45 mc 
BONE Ooi Ghee 26.96 - 27.23 mc 
te es marae dar eR 28.0 - 29.7 mc 
PS CoN ABE ES Od 50 - 54 mc (with converter) 
MEE oka teh eed Gaara % 144 - 148 mc (with conver- 


ter) 
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IK Cia3 KCC, 1eKC,5,KC. 


50 DB Rejection Notch 


RF gain Tuning 
I F gain Antenna Trimmer 
AF gain- 


Calibrate Set 
Calibrate On 
CW-SSB-AM 


W/on-off switch 
T Notch tuning 
T Notch depth 


ANL Receive Standby 

AVC Upper-Lower Sideband 

BFO Selectivity 

BAND Phones 

SRO Reet aia RF amplifier 

O CSOT 2 cate saa lst mixer 

1 Y WY Bree ore es Oscillator-cathode follower 

GOBAG S22). so veeess 1682 KC IF amplifier 

GO CSO<c2 2 seers ee eee 2nd mixer 

LZATN Sse ees 1632-1732 KC crystal oscil- 
lator 

6 BAS ots. Biers 50 KC IF amplifier 

GBAG or aaeeeeee 50 KC IF amplifier 

OP SY Peper th nk ae cei DET-AVC-ANL 

OCSG6 Sa oe ees cit Product detector 

LOA ere eee 6 1st Audio-S meter amp. 

GAD > aa Seta Audio output 

GBAG oe. noe 100 KC oscillator 

OAS te care are on Voltage regulator 

) Va oc sooner aes Rectifier 


10 DB at less than 1 microvolt 
8 or 500 ohms - 2 watts 


117 VAC 50/60 cycle 75 watts 


